
 

 

 

 
 

 
 
 To remove filler residue gently. 
 To degrease filled areas prior to the sealing. 

 
 
 
 
 
 A mixture of special solvents matched to the König 

product range.                                                                        
 
 

 
 
 
Recommended auxiliaries: Cloth and Felt Pad. 
Stretch one layer of cloth around the felt pad, dampen 
cloth with Liquid Sandpaper and remove residue of 
Quick Filler, Soft Wax, Rex-Lith (here after 4-6 minutes 
hardening time) and AQUA Wood Filler from the area 
surrounding the damage by gently wiping. 
To degrease surfaces prior to retouching/adjusting the 
sheen level. 
Note: This product has a slight dissolving effect. We 
recommend to test the product on an inconspicuous 
area first to ensure compatibility with the surface.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 

Colour: transparent clear 
Shelf life: unlimited 
  (stored upright at room temperature, in unopened 

original container) 

 

 
 

 
 

Please refer to label and material safety data sheet.  
 
 
 

 
 
 Do not allow product to enter drains or watercourses. 

 Dispose of containers with the normal household 
waste/throw into the glass bin only when completely 
empty or dried out. 

 Leftover material to be disposed of in accordance with 
EWC 140603 (other solvents and solvent mixtures). 

  
 
 
 
 

On request. 
 
 
 
 
 
 
 
 
 
  
 
   
   
   
   
   
 
 

 
 
 
 

 

König 

Liquid Sandpaper    711 000 

Physical Properties and Shelf Life 

Safety Precautions 
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Disposal 
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Characteristics 

Although reasonable care has been taken in the preparation of this document, we extend no warranties and make no representations 
as to the accuracy or completeness of the information contained herein, and assume no responsibility regarding the suitability 

of this information for the user's intended purposes or for the consequences of its use. Each individual should 
make a determination as to the suitability of the information for his or her particular purpose(s). 

 
 
 

 

Further information and Material Safety Data Sheet  on the internet at  

www.heinrich-koenig.de  
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